SYNOPTIC
EDUCATION

LAN connection
for configuration from a PC

SIFTP cable (RJ45)

School life

Selective call station

RM-8
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Rack

SIFTP cable (RJ45)
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Speaker Line :
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Keeper's Lodge

RM-911W

General Call Desk
Message triggering
pre-recorded (10 messages)

Speaker line in U1000R2V

School life

Control board

Message triggering
pre-recorded (10 messages)
LM-911A

Power :

Speaker Line :

Z1.A

150W Max
Ceiling speakers
6w
CSE 56T VA

Z2.A

Wall speakers
W

CB 56T VA

Power :

150W Max
Ceiling speakers
6W
CSE 56T VA
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Wall speakers
W
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CB 56T VA

Zone 3 :

LIBRARY
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150W Max
Ceiling speakers
6w
CSE 56T VA

Speaker Line:  Z5.A
Power : 240W Max
Speaker Line:  Z6.A
Power : 240W Max
B353382EREEEs Speaker Line :  Z7.A
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Omnidirectional
speakers 20W
IMC 300T VA

Wall speakers

15W

MS 530T VA

Wall speakers

sw

CB 56T VA

Zone 5:
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Dining room

Zone 6 :

—

Horn Speakers} Zone7:

Power : 360W Max
30W

CS-6HT60BS

Outdoors

Multipurpose room

Zone 1:

Boarding
school

Zone 2:

Day
school

ADMINISTRATION

} Zone 4 :
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